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The ENEOS Import Lubricant Center Includes: 
•     Six 6-Gallon (22.7L) Containers (with a plastic liner in each box)  

and six 6-quart (5.7L) Plastic Transfer Bottles; a set for each of the 
following ENEOS lubricant products:

 - 0W-20 Motor Oil

 - 5W-20 Motor Oil

 - 5W-30 Motor Oil

 - ECO-ATF Transmission Fluid

 - CVT Fluid

 - ATF Type SP Transmission Fluid

•     Sturdy orange 50 lb. metal rack, 22” wide and 88.5” high,  
with an ENEOS header card.

•     Laminated Reference Guides will help you find the right  
lubricant for most Asian vehicle makes, models and years.

Benefits of the ENEOS Import Lubricant Center  
for the Auto Repair Shop 

•     Convenience – all lubricant solutions are in one single place

•     Saves Space – holds multiple products in a small space, minimizing 
storage area in the workshop vs. quarts and gallon bottles

•     Simplifies the tasks involved in dispensing oil, instead of using  
individual quart bottles    

•     Customize Stock to Your Needs – various lubricant  
choices cover the specific vehicle needs for your customer base

•     Reduces Oil Waste – with an efficient delivery  
system that reduces spillage

•      Less Container Waste – one box holds the same as  
24 quart bottles; with almost 90% less plastic used,  
it’s more eco-friendly and fully recyclable

•     Less Restocking – of lubricant products

•     Easy-to-use and accurate measuring system

This new ENEOS Import Lubricant Center has been designed by the lubricant experts for Asian  
vehicles in order to provide ENEOS lubricants to auto repair shops for use with customer import  
autos. This lube center contains a complete and convenient delivery system for ENEOS Motor Oils 
and Transmission Fluids, engineered for pure performance in Asian vehicles... without compromise!

NEW 
ENEOS IMPORT LUBRICANT CENTER FOR ASIAN AUTOS

From the World’s Leading OE Supplier for Asian Vehicles.
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How to Use the ENEOS Import Lubricant Center 

1.     Select the right product needed. Use the handy  
Reference Guides attached to the Lubricant Center.

2.     Fill the respective plastic transfer bottle from the  
lubricant box you need. The bottle holds 6 quarts.  

  

 
 
3.     Pour the oil from the transfer bottle into the engine reservoir.  

4.     Return the empty transfer bottle to the Lube Center.

Specifications

Height: 88.5”
Width: 22”
Depth:  26.75”
Weight: 50 lbs.
Color:  Orange

How to Order

Contact your local ENEOS Distributor and place your order using the 
following part numbers to tailor your ENEOS Import Lubricant Center to 
your needs.

ITEM ENEOS PART NO.

ENEOS MOTOR OIL IN 6-GALLON (22.7L) CONTAINER 

0W-20 3230-400
5W-20 3241- 400
5W-30 3261- 400

ENEOS TRANSMISSION FLUIDS IN 6-GALLON (22.7L) CONTAINER

ECO-ATF 3103 - 400
ATF Type SP 3110 - 400
CVT Fluid 3084 - 400

ENEOS IMPORT LUBRICANT CENTER COMPONENTS

Each rack order (1100 -000 ) includes 6 Plastic Transfer Bottles. 
Use the part number below to order a single bottle if additional  
bottles or replacements are desired.

 ENEOS Import Lubricant Center Rack  110 0  - 000
Plastic Transfer Bottle - 6 Qts. (5.7L) 110 1 - 000 

ENEOS ADHESIVE-BACKED LABELS FOR TRANSFER BOTTLES

0W-20 3230-900
5W-20 3241 -900
5W-30 3261 -900
ECO-ATF 3103 -900
ATF Type SP 3110  -900
CVT Fluid 3084 -900 

Why ENEOS?
The makers of ENEOS premium lubricants provide the factory fill  
for nearly 20 million Asian Cars, as a result of working closely with  
Asian auto manufacturers. Their unique lubricant formulas are derived 
from innovative and precision engineering – unmatched in the industry.  
As a result, they optimize performance and extend engine life better  
than others. Only the ENEOS formulators know how to meet the lubriction 
requirements of Asian cars better than anyone else. ENEOS is now  
available to auto repair shops around the U.S.

For more information, visit our website www.eneos.us and  

ENEOS ECO-ATF
ENEOS ECO-ATF Fluid utilizes a unique technology which improves fuel 
economy in automatic transmissions. It reduces energy loss from oil churning 
in the torque converter and reduces drag resistance in the shift clutch, without 
compromising fatigue prevention or anti-wear performance. ENEOS ECO-
ATF contains premium base stocks and a low molecular weight VI improver. 
The base oil provides improved oxidative and thermal stability. The additive 
chemistry provides high resistance to mechanical shear and fatigue.

• Up to 2% fuel savings improvement based on fuel consumption test  
results conducted at SWRI (Southwest Research Institute)

• Outstanding friction characteristics provide the driver with a smooth  
and comfortable ride

Part No. Size 
3103-300 Qt.
3103-400 6 Gal. Container
3103-110 55 Gal. Drum

 

ENEOS ATF Type SP

common ATF used in Hyundai, Kia and Mitsubishi transmissions.

recommended by the manufacturer.

Part No. Size 
3110-300 Qt.
3110-400 6 Gal. Container

 

ENEOS CVT Fluid
Continuously Variable Transmissions (CVTs) use a metal belt and pulleys in 
place of the torque converters used in conventional automatic transmissions. It 
is the friction between the belt and pulleys that transfers the power.

ENEOS (green) CVT Fluid is made from a well-balanced blend of premium 

points on the belt and pulleys, delivering long life and superior power transfer.

Typically, as anti-shudder performance improves, there is a reduction in torque 
transfer capacity. ENEOS CVT Fluid contains new additive technology which 
provides a high level of torque transfer and anti-shudder.

Part No. Size 
3084-300 Qt.
3084-400 6 Gal. Container
3084-110 55 Gal. Drum

ENEOS Gear Oil
ENEOS Gear Oil is a high performance lubricant for use with manual 
transmissions and non-limited slip differentials. It utilizes a unique sulphur-
phosphorus additive technology to assure excellent protection for the gears 
against metal-to-metal contact under the most severe conditions, including 
shock-loads. ENEOS Gear Oil is recommended for use in bevel, spiral bevel 
and hypoid gear type differentials and in power dividers compatible with 
synchromesh. ENEOS Gear Oil ensures easy and smooth shifting, even at very 
low temperatures.

Part No. Size 
3092-300 Qt.

 

Transmission Fluid 
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Make Year Models ENEOS 
Products

Quart 
Part #

Gallon 
Part #

6 Gal. 
Bag-in-Box 

Part #

Acura

1998 ~ 2004 ALL ENEOS 5W-30 3261-300 3261-310 3261-400

2005 ~ 2006 ALL - Except NSX, RSX-S 
& TSX ENEOS 0W-20 3230-300 3230-310 3230-400

2007 ~ 2011 ALL - Except RDX & TSX ENEOS 5W-20 3241-300 3241-310 3241-400

2012 ~ 2014 MDX, RL, TL, ZDX (3.7 Liter) ENEOS 5W-20 3241-300 3241-310 3241-400

2005 ~ 2008 NSX, RSX-S & TSX ENEOS 5W-30 3261-300 3261-310 3261-400

2012 ~ 2014 TSX ENEOS 0W-20 3230-300 3230-310 3230-400

2007 ~ 2011 RDX ENEOS 5W-30 3261-300 3261-310 3261-400

2011 ~ 2014 MDX, RDX, RLX, TL, TSX 
(3.5 Liter) ENEOS 0W-20 3230-300 3230-310 3230-400

1998 ~ 2014 ALL - (For High Performance 
Application)

ENEOS SUSTI-
NA 0W-50 3210-300 N/A N/A

Honda

1998 ~ 2001 ALL - Except Insight & S2000 ENEOS 5W-30 3261-300 3261-310 3261-400

2002 ~ 2005 ALL - Except S2000, Insight 
& Civic Hybrid ENEOS 5W-20 3241-300 3241-310 3241-400

2006 ~ 2014 ALL - Except S2000 & 
Civic Si ENEOS 0W-20 3230-300 3230-310 3230-400

2000 ~ 2014 Insight & Civic Hybrid ENEOS 0W-20 3230-300 3230-310 3230-400

2000 ~ 2009 S2000 ENEOS 5W-30 3261-300 3261-310 3261-400

2006 ~ 2011 Civic Si ENEOS 5W-30 3261-300 3261-310 3261-400

1998 ~ 2014 ALL - (For High Performance 
Application)

ENEOS SUSTI-
NA 0W-50 3210-300 N/A N/A

Hyundai

1998 ~ 2014 ALL ENEOS 5W-30 3261-300 3261-310 3261-400

1998 ~ 2014 Application) ENEOS 5W-20 3241-300 3241-310 3241-400

1998 ~ 2014 ALL (For High Performance 
Application)

ENEOS SUSTI-
NA 0W-50 3210-300 NA N/A

1998 ~ 2014 ALL - Except Hybrid ENEOS 5W-30 3261-300 3261-310 3261-400

2014 QX60 ENEOS 0W-20 3230-300 3230-310 3230-400

1998 ~ 2014
ALL - Except Hybrid 
(For High Performance 
Application)

ENEOS SUSTI-
NA 0W-50 3210-300 N/A N/A

Kia

1998 ~ 2014 ALL ENEOS 5W-30 3261-300 3261-310 3261-400

2013 ~ 2014 Application) ENEOS 5W-20 3241-300 3241-310 3241-400

1998 ~ 2014 ALL (For High Performance 
Application)

ENEOS SUSTI-
NA 0W-50 3210-300 N/A N/A
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Fully Synthetic Motor Oil
Reference Guide

ENEOS  
Fully Synthetic Motor Oil
ENEOS Motor oil products are blended with a high VI base oil 
and a specially formulated nano-technology additive system 
to deliver ultimate fuel saving performance, engine protection 
and durability – even under severe temperatures and loads.

ENEOS SUSTINA 
High Performance Motor Oil
With our unique ZP additive technology and W base oil blend, ENEOS SUSTINA 
provides ultimate fuel economy and engine protection. This ultra-performance oil is ideal 
for sports cars with large displacements and high output engines.

Product Part No. Size Remarks

ENEOS 0W-20

3230-300 Qt. For factory recommended viscosities 
of 5W-20 and OW-203230-310 Gal.

3230-400 6 Gal. Bag-in-box container

ENEOS 5W-20

3241-300 Qt. For improved starting  
and superior engine protection3241-310 Gal.

3241-400 6 Gal. Bag-in-box container

ENEOS 5W-30

3261-300 Qt. Minimizes oil consumption as compared to 
conventional  5W-30 products;  

meets API SN/RC standard3261-310 Gal.

3261-400 6 Gal. Bag-in-box container

ENEOS 5W-40
3281-300 Qt.

For European autos
3281-310 Gal.

Product Part No. Size Remarks

SUSTINA 0W-20 3210-300 Qt. Best suited for LEV and Hybrids

SUSTINA 0W-50 3210-300 Qt. Upgrade from factory recommendation

SUSTINA 5W-30 3200-300 Qt. Ultimate performance and protection 
for high powered engines

Plastic Transfer Bottle is dedicated  
to each lubricant.

6-gallon Box with plastic insert bag  
and spout provides accurate measurement 
and minimizes residual oil.


